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cyclone dust collecting means 30, and filtering means 40. The cyclone dust collecting means 30 is removably 
disposed in a dust collecting chamber 11 in the cleaner body. The suction brush draws air and contaminants 
from a cleaning surface into the cleaner body. The air follows the intake duct 14 to the dust collecting chamber 
inlet port 1 1a and then enters the cyclone body 31 via channel 36. The cyclone dust collecting means induces 
the air and contaminants into a vortex to separate by centrifugal force large particle contaminants from the air 
and to collect the contaminants. The cyclone dust collecting means has a centrifuging portion 32 from where 
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where it passes through a filter 41 further reducing fine contaminants entrained in the air. 
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Abstract of GB2368005 

An upright-type vacuum cleaner includes a 
cleaner body 10, motor chamber 12, suction 
brush 20, cyclone dust collecting means 30, and 
filtering means 40. The cyclone dust collecting 
means 30 is removably disposed in a dust 
collecting chamber 1 1 in the cleaner body. The 
suction brush draws air and contaminants from a 
cleaning surface into the cleaner body. The air 
follows the intake duct 14 to the dust collecting 
chamber inlet port 11a and then enters the 
cyclone body 31 via channel 36. The cyclone 
dust collecting means induces the air and 
contaminants into a vortex to separate by 
centrifugal force large particle contaminants from 
the air and to collect the contaminants. The 
cyclone dust collecting means has a centrifuging 
portion 32 from where contaminants are 
discharged to a dust receptacle 33 via a slot 32c. 
The centrifuged air is then discharged from the 
cyclone dust collecting means via channel 37 and 
leaves the dust collecting chamber via port 11b, 
from where it passes through a filter 41 further 
reducing fine contaminants entrained in the air. 
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